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Zimano
LED DOWNLIGHT WITH SUNSET DIM®

Downlighting plays a key role in creating the perfect ambience 
or atmosphere. Intimate, attractive, sophisticated, or simply just 
beautiful. Zimano with Sunset Dim® gives you all the beauty of a 
lamp with all the benefits of LED.

Watch the video
www.megabay.com/zimano
click or scan the QR code
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The entirely unique 
Zimano LED downlight
Combining the visual comfort of classic halogen lighting with 
the exceptional performance of Sunset Dim® LED technology. 
Zimano represents the first real digital downlight alternative.
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commercial, retail, hospitality and residential applications.
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19941968 1972 1996

Blue LED 
completes the 

spectrum

Red LED 
used as simple 

indicators 

Green LED 
first used in 
appliances

White LED 
lighting becomes 

available

Zimano - All the beauty of a lamp ...
The MR16 halogen lamp revolutionised lighting with its release in 1965 and 
was rapidly adopted globally. Its compact size, directional beam and dimming 
warmth presented new possibilities for lighting innovation and changed the 
way we experience our environments.

1965 1971 1980

MR lamp 
first created

Multi-faceted 
reflector 

introduced

MR16 halogen creates 
the down lighting

revolution

20W

35W

50W

A brief history of Lamps & LEDs

Compare downlight key features

Colour Quality
Smooth Dimming

Focussed Light
Glare Reduction

Low Energy
Longer Life

Lower Heat Emission

MR16 Sunset Dim®
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2000 LED lamp equivalents flood the 
market but fail to deliver true 

halogen like performance

ZM18 LED 
light engine

ZM10 LED 
light engine

... with all the benefits of LED
The Zimano marks a new milestone in lighting performance. 

Sunset Dim® technology delivers all the traditional features of a 

2000 lamps still in use today
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The Zimano LED light engine
with Sunset Dim® technology
Available in two wattages, the ZM10 suits standard ceiling 
heights whilst the ZM18 is more powerful for larger spaces. 
Together they perform the perfect duet.

Easily mistaken for a lamp, Zimano LED light engines 

ZM10ZM18

Thermal Protection 
Sensors prevent overheating to preserve 
lighting performance and product life.

Quick Connections
Simple ‘ Plug in and Play ’ 
connection to the LED Driver.

Multi-faceted reflector
A special reflector reduces glare and 
focuses light into a distributed beam.

Optic Mixing Dome
The optic dome where LED light is mixed and 

Sunset Dim LEDs
Specially selected LEDs combine to work 
in harmony and form the nucleus of the 
revolutionary Sunset Dim technology.

Performance heatsink
A refined design incorporating a larger 
surface area and increased fin spacing 
provides exceptional cooling performance.
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Sunset Dim.
Colour temperature & 
brightness dimming just like a lamp.
Inspired by nature, Sunset Dim LEDs emit warmer light as they dim, 
achieving a natural feel that closely matches halogen lighting.

2700K1800K

100 %Brightness0 %

2750 K

1800 K
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Sunset Dim

Halogen

Smooth Dimming
Digital technology replicates 
smooth analogue dimming 
that is “ flicker-free.”

Glow-out to OFF

light gradually and smoothly.

Soft start ON
A quick but gentle 
transition, that’s easy 
on the eye.

a lam
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Reveal the true beauty and colour 
of your décor with the right light.

2750K

A crisp clean white with a touch of warmth, perfect 
for functional and general illumination.

The right light



MEGABAY LED LUMINAIRES        75

1800K

Create the perfect mood and ambience 
with natural dimming warmth. 
A deeper and warmer white, that’s perfect for 
creating the right atmosphere at the right time.

The right mood
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Zimano Range.
Sophisticated yet classic.
With the classic look of a lamp and minimal styling, it’s discreet 
appearance blends seamlessly with its interior space. 

Adjustable Housing

adjustment while reducing 
uncomfortable glare.

Scoop Housing
A gentle curved surface 
blends the space between 
ceiling and light source.
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Adjustable downlight 
to focus attention
360˚ rotation and 30˚ pivot range 
directs light where desired.

10W & 18W LED light engines
the perfect Duo
Available in two wattages, the ZM10 suits 
standard ceiling heights whilst the ZM18 
is more powerful for larger spaces.

High CRI for superior 
colour quality
With an impressive typical CRI of 90, 
the Zimano delivers purity of colour 
and better quality of light.

Classic Finishes 
or a touch of colour
Available in classic white or black 
with options for custom colour 
finishes for your speciality projects
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Zimano Dimensions

LED Light Engine & LED Driver

ZM18

ZM10

Scoop Housing Adjustable Housing

All dimensions are in millimetres. ( mm )
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Zimano Photometrics
Please visit www.megabay.com for the latest and most up to date IES photometric data files.
An example of typical performance is shown below for reference.

Zi
m

an
o



62        MEGABAY LED LUMINAIRES

LED light engine ZM10  ZM18

IP rating Ingress Protection IP20

Materials & Finish anodised thermal aluminium

Lens multi faceted reflector & patented mixing dome optic

Performance >36,000 hours TM21

Ambient temperature -5˚ C to +50˚ C operating range with electronic thermal management

Optic distribution 40º medium,  60º wide

Weight 65 grams 310 grams

Light source Lumileds LED 1800K - 2700K

CRI typically 90

Luminous output IES photometric files available 620
lumens

1100
 lumens

62 lm/W 61 lm/W

LED driver DGLC650C13PD DGLC1000C25PD

Output current constant current  - phase dimmable 650mA 850 mA

Output voltage 12 - 16 Vdc 12 - 21 Vdc

> 77% > 77%

Power factor 0.95

Total Power 12W 23W

Control phase dimming compatible

Weight 180 grams 233 grams

Zimano LED Light Engine & Driver Specifications



MEGABAY LED LUMINAIRES        36

MBY-ZMR-40D-10PK       40˚ medium  / 10 pack

MBY-ZMR-60D-10PK       60˚ medium  / 10 pack

Scoop Housing / White trim
MBY-ZMS-WH

Adjustable / White trim
MBY-ZMA-WH

Scoop / Black trim
MBY-ZMS-BK

Adjustable / Black trim
MBY-ZMA-BK

Zimano Order Codes & Accessories

LED light engine LED driver Housing

  

MBY-ZM18-40 40˚ reflector

MBY-ZM18-60 60˚ reflector
MBY-DGLC1000C25PD

  

MBY-ZM10-40 40˚ reflector

MBY-ZM10-60 60˚ reflector
MBY-DGLC650C13PD

Accessories

LEDsmart™ dimmer

ZM10 
10W LED light engine

ZM18 
18W LED light engine

ZM18 
Phase Dimmable Driver

ZM10 
Phase Dimmable Driver

Reflector 10 pack
Quick change reflector with ZM10 tool.

ZM10 reflector change tool included. 
ZM18 reflector can be removed 
manually from the front housing.

MBY-MEDM

+

+

+

+

• High quality, two-wire phase control 
• Fits Australian wall switch plate apertures
• Minimum load rating of 2W
• Mechanically adjustable max/min level
• An integrated ON LED indicator

• Single knob with built in touch switch
• High quality, two-wire phase control 
• Minimum load rating of 1W
• Programmable adjustable max/min level
• ‘Quick flick’ dim to max/min level
• Illuminated halo with interchangeable coloured rings
• Kids bedroom mode – dims over 30 minutes

Zimano Luminaire Components.
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